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Method Statement 

 

Method Statement for: Stump grinding / removal       

Job No:   1059      

Site:  Ploughmans Way 

  Tytherington 

  Macclesfield 

  SK10 1UN 

Date:   22nd December 2016 

       

Scope of works:       

Secure site with barrier fencing. Complete pre-use checks on stump grinder and commence grinding 

and removal. Backfill hole with chippings and level ground.     

The following must be complete/available prior to works commencing:     

1. Ensure suitable access to working area. 

2. Install barrier fencing. 

3. No other trades to pass through or work in proximity to ongoing works. 

4. All components that require lifting into position will be lifted using a method suitable for their 

size and weight. 

5. Upon completion of the works the site will be checked for waste and debris hazards.  

6. All waste shall be removed where required.     

Safety       

Stump up will provide supervision, they will be responsible for ensuring health and safety standards are 

complied with.       

Plant/Equipment       

Stump grinder and portable stump grinder.       

Welfare/First Aid       

Stump up personnel are first aid trained. Welfare facilities will be sought locally if required.   

Eliminating/Controlling risks       

See accompanying risk assessments       
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C.O.S.H.H.       

Stump up do not use controlled or hazardous substances as part of their stump removal works. Should 

this be required then Material Safety Data Sheets will be available and a COSHH assessment carried out.  

Personal Protective Equipment       

Hard hat, protective glasses, hi-vis bib, safety boots, protective gloves and ear protection and harness 

where required.       

Environmental risk assessment       

Stump up works do not have any identified impacts on the environment. 


